LOOP DETAILS
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NOTE: The 1.5 inch dja. holes shall be drilled

NOTE: After the installation and compaction of the
aggregate base. the contractor shall trench a 4”
trench and drill the 1.5"” diameter holes. The
microloop detectors shall be instal led, embedded
in the sand as shown. The aggregate base shal
be recompacted to the density of the surrounding
material and the microloops shall be tested prior
t+o PCC pavement placement.

MICROLOOP PLACE

a minimum of 2" below the bottom
of the microloop detector probe.

MENT IN NEW PAVEMENT
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Sealant as recommended by
detector manufacturer
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NOTE: The contractor shall drill the 1.5"” dia. holes, cut

the saw slot in the pavement, install the 1” conduit
and install the microloop detectors so the tops of
the probes are 15” below the road surface. The 1 inch
diameter conduit shall be filled with sand and the
saw slot sealed. The microloops shall be tested.

MICROLOOP PLACE

NOTE: The 1.5 inch dia. holes shall be drilled
a minimum of 2” below the bottom
of the microloop detector probe.

MENT IN EXISTING PAVEMENT
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Fill with approved
|oop sealer
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SAW SLOT DETAILS

® 1" concrete surfacing min.
2" asphalt surfacing min.
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INSTALLATION OF PREFORMED LOOP DETECTOR
When placed in new pavement.
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Continue '©,” PVC and twisted
loop wire to Pull Box

NOTE: The Preformed Loop shall be securely
tied down to prevent the loop from
floating during placing of concrete.

PREFORMED LOOP DETECTOR LAYOUT
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